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EDGE CONNECTOR DIAGRAM (EDGE CONNECTOR OF JAMMA SPECS. ) 
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CONNECTORS FOR 2 SPEAKERS 


SPEAKER 32 (-) 
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• IF' YOU TURN THE KNOB IN THE 
INDICATED DIRECTION, THE 
SOUND WILL BECOME LOUDER, 

• FOR MONAURAL VOLUME CONTROL, 
ADJUST SPEAKER 2. 


DIP SWITCH 
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• THE EDGE CONNECTOR USED IS JAMMA 3.96 PITCH 

• THE CONNECTOR USED FOR SPEAKER 2 IS 2.5 PITCH 
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« 8 DIRECTIONS 

• SIDE SCROLLING 

• 3 BUTTONS 
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■ SOME MONITOR SCREENS ARE INVERTED. IF THIS IS THE CASE. PLEASE SET THE SWITCH IN THE 
OPPOSITE DIRECTION. THE SCREEN DIRECTION SHOULD CHANGE. (THE PLAYER’S CONTROLS SHOULD 
REMAIN THE SAME. ) 

ALL SWITCHES ARE SET TO OFF WHEN IT LEAVES THE FACTORY FOR SHIPMENT. 

MAKF SURE TO TURN OFF THE POWER BEFORE SETTING THE DIP SWITCHES. 

IF DIP SWITCH 2. #8. IS SET TO ON, WHEN THE POWER IS TURNED ON. THE TEST MODE WILL RUN 
USE THE IP JOYSTICK TO MAKE YOUR SELECTION AND THE IP START BUTTON TO EXECUTE. 





